PRINTER DRIVER GUIDE
(For Windows® CP-D70DW series)

Microsoft, Windows, Windows XP, Windows Vista and Windows 7 are registered trademarks of Micro-
soft Corporation in the United States and/or other countries.

Adobe, Adobe Photoshop are registered trademarks of Adobe Systems.

The various software packages mentioned in this manual are the registered trademarks of their respec-
tive companies.

Refer to the following web site to check the latest version of the printer driver.
http://www.MitsubishiElectric.co.jp/vcp/

CP-D70DW series printer : CP-D70DW, CP-D707DW

Use the printer driver corresponding to the operating system.

CPD70X : Windows XP

CPD70V : Windows Vista and Windows 7

*When you use Windows 7, install the printer driver first, and then connect the printer to the personal
computer.

You can not use different version of the driver at the same time.
When the driver has already installed, uninstall it and then install this driver.

System requirements

Computer :Computer equipped with Pentium class CPU or more
Main storage memory :512 Mbytes or more
Hard disk :Empty capacity 512 Mbytes or more
USB cable :Be sure to use a cable 2m or shorter.
* Use the printer driver in an environment that your operating system works properly.
OK: Support

Driver Operating system USB*1

CPD70X Microsoft® Windows® XP

CPD70V Windows Vista® OK

Windows® 7

*1:CP-D70DW series printer supports USB 2.0 (Hi-Speed USB) interface. As USB 2.0 is fully upward-
compatible with USB 1.1, CP-D70DW series printer can be used with a personal computer that
supports USB 1.1 interface.

To use CP-D70DW series printer based on USB 2.0 (Hi-Speed USB), connect with a personal
computer that supports USB 2.0 (Hi-Speed USB). For USB 2.0 (Hi-Speed USB) compatibility of your
personal computer, contact the manufacturer of the personal computer.
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Installation

1.Windows XP
1.1.Installing the USB port
1) Start Microsoft® Windows® XP operating system.
2) Logon as an Administrator or Administrator group members.
3) Connect a USB cable between the computer and the printer before starting the installation.
4) Turn on the printer.
5) A USB Printing Support will be installed automatically.
6) “Found New Hardware Wizard” appears. (Fig.1)
1.2.Installing the driver
1) Insert the CD-ROM.
2) Select “No, not this time” on “Found New Hardware Wizard” and click “Next” button. (Fig.1)
3) Select “Install from a list of specific location (Advanced)” on “Found New Hardware Wizard” and click
“Next” button. (Fig.2)

Found New Hardware Wizard

Found Mew Hardware Wizard

‘Welcome to the Found New
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<Fig.1> <Fig.2>
4) Select “Search removable media (floppy, CD-ROM...)” and click “Next” button. (Fig.3)
5) Click “Continue Anyway” button. (Fig.4)

Found Mew Hardware Wizard Hardware Installation

Please chooze pour search and installation options.
{ ] E The software you are installing for this hardware:
.
(3 Geach lor the best difver in these lozakions. Printers
Uze the check boxes below bo bmit o expand the defaul search, which includes local
pathe and removable media. The beet dives found will ba instalied. has not passed Windows Logo testing 1o verily its compatibiity
.Smhlcmownblo media I]lwm' CDADM. ) with Windows XP. [Tell me why this testing is impartant. ]
Continuing your i llati n(lhu: fit may impair
the corect of your system
mﬂm immediately or in the future. Microsoft stiongly
ol dr | vell elones the diver o ingtall recommends tllal you stop this installation now and
OEEM:;E:: mtion:oselee! I:e d:::ce:l ef fiom a ksl Windows does nol guarantes that L vendor for'zoft that has
v
the:cerver you chose vl be he best malch for your hardware o passed Windows Logo testing.
(oo [ tiew> | [ conca ] Continue Aryway | | STOP Installation |
<Fig.3> <Fig.4>

6) Click “Finish” button. (Fig.5)

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

Thee wizard has firighed irstaling the soltwae for:
jut MITSUBISHI CPTOD Senes(USE)

Chck Finich bo close the wizard

<Fig.5>
7) Carry out “Test print” from the printer property to check the printer setting. When printing the test
page, select the size of the paper that is loaded in the paper tray on “Print” tab on the printer property.
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2.Wi
2.1.
1

ndows Vista
Installing the USB port
) Start Windows Vista® operating system.

2) Logon as an Administrator or Administrator group members.
3) Connect a USB cable between the computer and the printer before starting the installation.

4

5) A USB Printing Support will be installed automatically.

) Turn on the printer.

6) Click “Locate and install driver software” button on “Found New Hardware Wizard.” (Fig.6)

2.2.
1
2

3) Select “Install this driver software anyway.” (Fig.7)

Installing the driver
Insert the CD-ROM.

)
) Click “Continue” button on “User Account Control” dialog.
)
)

4) Click “Close” button. (Fig.8)

[ [+”] Found New Hardware

Windows needs to install driver software for your
MITSUBISHICP60D70D707D

@ Locate and install driver software (recommended)
Windows will guide you through the process of installing driver software
for your device.

< Ask me again later f
Windows will ask again the next time you plug in your device or log on.

® Don't show this message again for this device
Your device will not function until you install driver software.

<Fig.6>

[ Windows security e = =)

<+ Don'tinstall this driver software
You should check your manufacturer's website for updated driver software
for your device.

% [Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

() See detsils

<Fig.7>

p — -
L5 L Found New Hardware - MITSUBISHI CPT00 Series{LISE]
The software for this device has been successfully installed
had installing the driver seftware for thes device:
MITSUBESHE CPROD Series(USE)
<Fig.8>
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3.Windows 7

3.1. Installing the driver
* Install the printer driver for Windows 7 before you connect the printer to your PC.
1) Start Windows® 7 operating system.

2) Logon as an Administrator or Administrator group members.

3) Click Start button and select “Devices and Printers” from Start Menu. (Fig.9)

4) In “Devices and Printers” window, while any of the icon listed under “Printers and Faxes” is selected,
click “Print server properties.” (Fig.10)
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<Fig.9> <Fig.10>

Search programs and files j el |

5) Open “Drivers” tab of “Print Server Properties”, and click “Add...” button. (Fig.11)
6) Click “Next” button on “Welcome to the Add Printer Driver Wizard” (Fig.12)

.

Installed printer drivers:

MName Processor Type
S Document .1 Type 3 Uses Mode (e
Welcome to the Add Printer Driver
Wizard
This wi % you install printes drivers for various
platforms on a peint server.
The divers are then { instaled
@n your computer or on other network computers when they
connect to the print server.
To continue, click Next.
owail ] [ ] |
<Fig.11> <Fig.12>
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7) Make sure that “x86” (when you use the 32-bit driver) has a tick mark, then click “Next ” button. (Fig.13)

8) Click “Have Disk” to browse and select the folder where the printer driver is stored. (Fig.14)

Processar wnd Opsrating System Saiection Printer Driver Salection
s e L5 omn 4L S prnber G Tha Mt fucbires and model dabarmine which printar damr bo us.

‘Select the processor and operating systems of all computers that will be using this drver: ./ Select the manufacturer and model of the printer driver to install. F the driver you went & nat
S5 listed, click Have Disk to select the driver you want,

Processor [Type I Windows Update is available, click it for

[ manium Type 3 - User Made

[E-) Type 3 - User Made

Type 3 - User Made Marwfactuner 3 ']| Printars -

5] This driveris digitally signed. [ wndowsupaste | | HaveDik. |
Tl rvop wehy drives signing is impertant

[ €Basck  |[_Hd> ] [ Gancel [ SBsck |z ) [ Cence |

<Fig.13> <Fig.14>

9) Click “Next ” button. (Fig.15)
10)Click “Finish” button. (Fig.16)

e

Printer Driver Selection - . =
The mabe hctires s modat dehermins Which pinter ey 1 s Completing the Add Printer Driver
Wizard
| Select the manufacturer and model of the printer driver to install. i the driver you went i nat
e listed, click Have Disk to select the driver you want. ou have successfully completed the Add Printaer Drivar
Wiizard.
I Windlows Upelate is available, click i far more divers for thi Vou are about to add the following drivers:
MITSUBISHI CFTOD Sesies{USE), %95, Type 3 - User Made
Priritars
MITSLEISHI CPTOD SeriesiUSE)
. This driver s not digitally signed! [ wondows upaste | [ HaveDisk. |
Toll eree why dlrvves signing is imgoetent Te clese this wizard, click Finish.
e e [ Bk [ Frim ) [ Gwnest

<Fig.15> <Fig.16>

11)Select “Install this driver software anyway.” (Fig.17)

Wait for a while until “Add Printer Driver Wizard” window (Fig.16) automatically closes, showing that
the driver installation is completed.

# Don't install this driver software |
You should check your manufacturer's website for updated driver software |
for your devie |

# Install this driver software anyway
Cnly install driver software cbtained from your manufacturer's website or
disc, Unsigned software from other sources may harm your computer or steal
information.

(v See detsils

.|
<Fig.17>
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12) The installed printer driver will be displayed in Drivers tab on “Print Server Properties.”
Click “Close” button. (Fig.18)

| ]Fou_vm Forts s ‘s_mmg,|mm¢|
-

Installed printer drivers:
MNam Processor Type

Type 3 - User Mode
Type 3 - User Made

Document

MITSUBISHI CP70D Series(... 86

[ agd | [ Bemove. | [ Propeie |

) Cowe ) [ & |

<Fig.18>

3.2.Installing the USB port
1) Now, power on the printer and connect it to your personal computer with USB cable.

2) The driver software will be automatically installed. Click the balloon to check the installation status.
(Fig.19)

m Installing device driver software ® *
Click here for status.

» METE e

<Fig.19>

3) Click “Close” button to finish the installation. (Fig.20)

Your device is ready to use

UUSE Printing Suppert o Ready to use
MITSUBISH] CPT0D Series({USE) o Ready to wse
|
I
|
<Fig.20>
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Uninstallation

Operate the following procedures to uninstall the printer driver.

When uninstalling the printer driver, confirm that the printer driver is not used from the application or the
print job does not remain in the spooler.

When you use the printer in Windows Vista or Windows 7, confirm that the printer is not set as default print-

er.

When you uninstall and then reinstall the printer driver in Windows Vista or Windows 7, restart the computer
after the reinstallation is completed.

CPD70X (Windows XP)

1)
2)
3)

4)

Insert the CD-ROM.

Start up Rem70.exe of the WinXP folder in the Driver folder.

After confirming that “MITSUBISHI CP70D Series(USB)” is listed in the list box, press the “Uninstall”
button.

When uninstallation is completed, a message of “Uninstallation was completed. Is a computer re-
booted?” is displayed.

When you reboot the computer immediately, click the “Yes” button. When you reboot it later, click the
“No” button. Make sure to reboot the computer.

CPD70V (Windows Vista)

1)

2
3
4

&)

)
)
)
)

Click “Start” and open “Control Panel.”

Select “Printers.”

Right-click the printer icon in “Printers” folder and select “Delete.”

Click “Yes” on printer delete acknowledge dialog.

Right-click in “Printers” folder and select “Run as Administrator.”

Click “Server Properties” then “Printer Server Properties” window is displayed.

Open “Drivers” tab on “Printer Server Properties” dialog and select a driver to be uninstalled from the
tab. Then, click “Remove” button.

Select “Remove driver and driver package.” in “Remove Driver And Package” dialog and click “OK”
button.

Click “Yes” button on “Printer Server Properties” dialog.

If “Driver package information collected.” is displayed in “Remove Driver And Package” dialog, click
“Delete” button.

10)Select “Remove driver and driver package.”, and then click “OK” button.
11)Restart the personal computer.

CPD70V (Windows 7)

1)

2)
3)
4)

)]

)
6)

7)
8)
9)

Click Start button and select “Devices and Printers” from Start Menu.

Right-click the printer icon to be removed and select “Remove device”.

Click “Yes” button in the “Remove Device” confirmation dialog.

While selecting any of the icon under “Printers and Faxes” category in the “Devices and Printers”
window, select “Printer server properties” at the top of the window.

Open “Drivers” tab of “Printer Server Properties” and click “Change From Settings” button.

The similar window taht doesn’t have “Change From Settings” button at the bottom left is displayed.
Select the printer driver to be removed and click “Remove” button.

Select “Remove driver and driver package.” in “Remove Driver And Package” dialog and click “OK”.
Click “Yes” button in “Printer Server Properties” confirmation dialog.

Click “Delete” button when “Driver package information collected” is displayed in “Remove Driver
Package” dialog.

10)Select “Remove driver and driver package.”, and then click “OK” button.
11) Restart the personal computer.
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Function explanation

1. Paper dialog

& MITSUBISHI CPT0D Series(USH) Printing Preferences

Paper Options | Color Adjust

Paper Sge: T ~ |
Prinit piveds 12281364 dots
Print zize : 1026152 mm 7 dx6 inch

Orisrkation ; @ (¥ Pattrait " Landscape

Dulput Placs : | The Uppes Printer -
Lopies : i1 3:
[1-450)
Scalimg : Im ﬂj E
[25-400]
Remain
0% S0% 100 %
The Upper Printer 1 | 1
e
The Lower Frinter | | 1
S ||

<Fig.21 The dialog of “Paper” (Windows XP)>

1) Paper Size

The size of paper is selected.
The number of print pixels for each paper size is shown in the table.

2)
3)
4)

5)

7)

Paper size Print dots

9x13 (3.5x5”) 1076x1568
10x15 (4x6”) 1228x1864
13x18 (5x7”) 1568x2128
15x20 (6x8”) 1864x2422
15x23 (6x9”) 1864x2730
10x15x2 Typel (4x6”x2)" |1864x2730
10x15x2 Type2 (4x6"x2) ' |1228x1864

*1: Use CK-D768 or CK-D769 for the PAPER/INK RIBBON SET.
For the print, see “Operating directions for customer’s purpose.”
The print pixels vary depending on the setting of Paper Size.
Print pixels
The number of pixels to print in each paper size is displayed.
Print size
The print size is displayed.
Orientation
The direction of paper is set.
Output Place
*The output place can be set only when you use CP-D707DW.
Auto Select: The printer to be used is selected automatically.
The Upper Printer:  The upper printer is used for printing.
The Lower Printer:  The lower printer is used for printing.
Copies
The printer prints the number of printouts which is shown in dialog. (Range : 1 - 450)
*When multiple copies are printed, it becomes like the example below usually.
(example) The print result of 2 copies of 3 pages:1p 1p 2p 2p 3p 3p
*Some applications might not transmit as the above method.
(example) The print result of 2 copies of 3 pages
To achieve 1p 2p 3p 1p 2p 3p, the application outputs each image twice.
Scaling
Enlargement scale is set. (Range : 25-400%)
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8) Remain

The remaining amount of the ink ribbon in the connected CP-D70DW series printer is displayed in a bar.
When a printer is not connected or information from the printer can not be read, this bar is displayed in gray.

9) About...

Displays the version information of this driver.

2. Option setting dialog

& MITSUBISHI CP7OD Series(USB) Printing Preferences 2x
| Papes | Options | Color Adjust

F— T E—

r u

™ Color conection

I™" Color Matching

Color conversion : Table1 -

Dedauhs |
l OF. | l Cancel ] | Apply ]

1)

<Fig.22 Option setting dialog (Windows XP)>

Sharpness
none/-3/-2/-1/0/1/2/3
Level of outline correction is changed.
none :Not perform the outline correction.
-3to 3 :The value is smaller, the outline becomes softer.
The value is larger, the outline becomes sharper.
Color correction
The tone of light colors can be changed.
R :-200 - +200
As the value is smaller, the red tone is intensified.
As the value is larger, the red tone is weakened.
G :-200 - +200
As the value is smaller, the green tone is intensified.
As the value is larger, the green tone is weakened.
B :-200 - +200
As the value is smaller, the blue tone is intensified.
As the value is larger, the blue tone is weakened.
Color matching
Color matching is carried out according to the ICC profile set in the “Color control” tab.
When the ICC profile is not set in the “Color control” tab, set the “Color matching” to OFF because
the color matching is not carried out in this case.
For ICC profile, see “2. Making the ICC profile” in the “Operating directions for customer’s purpose.”
Color conversion
none / Table1
none :Color conversion is not performed.
Table1 :Color conversion is performed.
When the color matching is set to ON, color conversion is not available.
Defaults
All the settings in Option dialog are reset to the defaults.
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3. Color adjustment

Gamma Brightness
5 +5 W Same 128 128 ¥ Same

R—f—p g e —f— T
vl ol = e ol =

= [y

123 +128 W Same
R: — }— [ = Ereadust. | Detars |
86— — [ ] ead. |
o

Lok J[ Concel |[ apob |

<Fig. 23 Color adjustment dialog (Windows XP)>

3.1.Color Adjust dialog

1)

2)

Adjust
Tick the box for the color adjustment.
Gamma
Adjusted value (-5 - +5)
When you want to increase the density of the middle tones, decrease the value of “Gamma” of the
color adjustment dialog.
Same check box ON:R,G and B are same value, OFF:R,G and B are individually adjusted.
(Output data)

255
White

Larger

N
N

Smaller
0 255(Input data)
Black White
Gamma
Brightness

Adjusted value (-128-+128)

When you want the brightness of the print picture to be dark, the value of “Brightness” of the color
adjustment dialog must be decreased.

Same check box ON:R,G and B are same value, OFF:R,G and B are individually adjusted.
(Output data)

255
White [Larger

N
N

Smaller
0 255(Input data)
Black White
Brightness
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4) Contrast
Adjusted value (-128-+128)
When you want the contrast of the print picture to be strong, the value of “Contrast” of the color ad-
justment dialog must be increased.
Same check box ON:R,G and B are same value, OFF:R,G and B are individually adjusted.

(Output data)
255 Laraer
White | -2"9°
Smaller
0 255(Input data)
Black White
Contrast

5) Fine adjust
The more minute color adjustments are carried out by the Gamma adjustment tone curve.
6) Defaults
All adjustable values in Color Adjust dialog become 0.
7) Load...
The color adjustment setting file is loaded.
8) Save...
The color adjustment setting is saved.

3.2. Fine Adjust dialog

Fine Adjust

E E E [~ Each colos adj.
----------- E-----v----{l----------l---------— [—3

: ! ; Dutput: -

i i Detauits
I
B
EE—
N

[ ] Concel |

<Fig.24 Fine Adjust dialog (Windows XP)>

1) Adjust
Tick the box for the color adjustment.
2) Each color adjustment
ON: Each RGB color is individually adjusted.
OFF: The same adjustment of each RGB color carries out.
3) Selecting the color to be adjusted
When adjusting color individually, select the color to be adjusted.
4) 1/0 value display
The input (gradation value before adjustment) and output (gradation value after adjustment) of the
adjustment point are displayed.
5) Defaults
All the tone curves become a linear straight line of the range (0, 0) - (255, 255).
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4. Error indication

No. Error dialog message Button Operation
1 |Printer is not connected. OK Click OK button.
After connecting the printer (Turn on the
printer./ Connect the I/F cable), printing
starts automatically.
2 |The printer does not respond. Turn the printer Off and then On|OK When clicking OK button, the dialog dis-
again, and try again. appears and the print job is deleted. After
turning the power off and turning it back
on, start printing process again.
3 |Something is wrong with the printer.(XXXXXX) Cancel | When the error is resolved, the dialog dis-
Turn the printer Off and then On again, and try again. appears and printing starts automatically.
4 |Mechanical Error(XXXXXX). When Cancel button is clicked, printing
Set Paper again. is canceled. All the jobs in the printer are
5 |Mechanical Error(XXXXXX). cancelled and printing is cancelled.
Turn the printer Off and then On again, and try again. * Numeric characters are indicated in
6 |Printing unit is opened. (XXXXXX).
7 |Printing unit is opened while printing.
8 |Ink ribbon and paper type do not match.
9 |Ink ribbon is not correctly installed.
10 |Ink ribbon end.
11 |Paper empty.
12 |The ink ribbon is not standard.
13 [The printer was turned off while printing.
Turn on a printer.
14 |Paper jam(XXXXXX).
Set Paper again.
15 |Paper size of printer driver and ink ribbon type do not match.
16 [Ink ribbon empty.
Exchange ink ribbons.
17 |Paper end.
18 |t is not equipped with the Paper strip bin.
19 |Ink ribbon error. (XXXXXX)
Set Paper and ink ribbon again.
20 |Ink ribbon error. (XXXXXX)
Set Paper and ink ribbon again.

* When no error message is displayed on the monitor and printing is not carried out, check the indicators

on the front of the printer.

* When an error occurs in the printer, printing starts automatically by resolving the error.
For the details of the indicators on the printer, see the operation manual of CP-D70DW series printer.
The error may not be displayed in the case of system configurations other than that shown below.

Interface Operating system Setting

UsSB Windows® XP Set “Enable bidirectional support” for
Windows Vista® printer properties.
Windows® 7

* In Windows XP/Vista/7, the print job is not deleted if the printer is not turned on or the I/F cable is not
connected. By turning on the printer or connecting the I/F cable, the data will be transferred again.
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Notes

1) Secure of Hard disk for spool file
Secure the capacity of Hard disk for spool file enough for the printer operation and the number of
printing sheets.
The printing cannot be correctly carried out when the capacity is running short.
The drive for spool file is the same drive as the drive of Windows system usually.

2) Operation of the printer
Refer to the operation manual of the printer.
Do not turn off the power switch during data transfer or print.
If you turn off the power switch, restarting of a computer may be needed.
(When deletion of a printing data cannot be performed, restarting of a computer is required.)

3) Applicability of color adjustment
The color adjustment is applied to the entire printing range including the background.

4) About “Print directly to the printer”
With some applications, if “Print directly to the printer” is selected, objects may not be printed correctly.
In that case, select “Spool print documents ...” for printing.
CPD70X, CPD70V : the “details” page of printer property sheet

5) About connection of a computer and a printer
Do not disconnect the interface cable during data transfer.
If the interface cable is disconnected, wait 1 minute or more after disconnecting the cable to connect
it again. If the cable is connected without leaving an enough interval, the printer driver may not work
correctly.

6) System requirements for USB interface
Use a personal computer with Windows XP, Windows Vista, or Windows 7 pre-installed, and make sure
that its USB operation is guaranteed by the manufacturer.
CP-D70DW series printer supports USB 2.0 (Hi-Speed USB) interface. As USB 2.0 is fully upward-
compatible with USB 1.1, CP-D70DW series printer can be used with a personal computer that supports
USB 1.1 interface.
To use CP-D70DW series printer based on USB 2.0 (Hi-Speed USB), connect with a personal computer
that supports USB 2.0 (Hi-Speed USB). For USB 2.0 (Hi-Speed USB) compatibility of your personal
computer, contact the manufacturer of the personal computer.

7) Connection of USB cable
When you take out and insert a USB cable after installation of a printer driver, wait 10 seconds or more
after extracting a cable.
If the cable is reinserted without leaving an interval, the printer may not operate normally.

8) Print job
Do not delete the print job in the spooler during data transfer. When deleting it, do not start printing until
the printer becomes to the initial status.

9) Number of prints
With some applications, the number of prints set by the printer driver does not work. Set the number of
prints from the print dialog box of the application.

10)Remainings
Remainings on the Paper tab shows the remainings of the ink ribbon by a bar, by reading information
from the printer when the Paper tab is displayed. The correct information may not be acquired during
printing.

13 MITSUBISHI Digital Color Printer CP-D70DW series



11)Connection with more than one printer
When multiple CP-D70DW series printers are connected to one personal computer, the “Add New
Hardware Wizard” will be displayed and installation of the printer drivers will be carried out repeatedly
for each connected printers. The same number of printer drivers as that of connected printers are
installed.

12)Errors during printing
When an error occurs during printing, it may not be displayed on the monitor. To resume printing, check
the indicator on the front of the printer and take the countermeasure. For the indication by the indicator
of the printer and the countermeasures, see the operation manual of the printer.

13)Setting of the color matching
Even if the color matching is set to ON by the printer driver, color matching may not be available with
some applications.
With some applications, color matching is effective even if it is set to OFF.

14)When you print and “Parameter’s value is invalid.” is displayed, perform the following operations.
a) Select “Device Manager” from “Hardware” tab of “System Properties.”
b) Select “Scan for hardware changes.”

15)When you use Windows Vista, printing may not be performed properly if you reboot the personal com-
puter or wake it up from the suspend mode with the print jobs stored in the print spooler. In this case,
delete the print job(s) in the spooler dialog and print again.

16)When you use Windows 7, install the printer driver first, and then connect the printer to the personal
computer.

17)When the printer is in standby status, the printer driver may not be installed correctly. Install the printer
driver while the printer is activated.

18)You can set the number of printouts from 1 to 450 in the Paper dialog, however, the maximum number
of printouts per one paper roll varies depending on the paper size.

19)Uninstallation and reinstallation of the printer driver
When you use the printer in Windows Vista or Windows 7, confirm that the printer is not set as default
printer and then uninstall the printer driver.
When you uninstall and then reinstall the printer driver in Windows Vista or Windows 7, restart the com-
puter after the reinstallation is completed.

Operating directions for customer’s purpose

1. When you want to adjust the color of the print image.

(Note that the effects are invalid on the display even if you make following setting.)

1) When you want the density of entire print picture to be thick (dark), decrease the value of “Brightness”
of the color adjustment dialog.

2) When the print picture is out of focus (the contrast is weak), increase the value of “Contrast” of the
color adjustment dialog.
The contrast becomes stronger.

3) When you want to change the color of printout.
Change the value of “Brightness” of the color adjustment dialog.

Increase Red :Increase the “R” value of the color adjustment dialog.
Increase Green :Increase the “G” value of the color adjustment dialog.
Increase Blue :Increase the “B” value of the color adjustment dialog.

4) When you want to adjust Gamma of the printout.
By moving the graph of the Gamma adjustment dialog with a mouse, the density of the entire image
can be adjusted to the arbitrary Gamma curve.
The density becomes high (dark) when you decrease the output value compared with the input value.
The density becomes low (bright) when you increase the output value compared with the input value.
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2. Making the ICC profile
Refer to the following when you make a suitable ICC profile for the system to be used and apply it to the
printer driver.
1) Set the printer driver as follows when you print the basic color chart for making ICC profile using the
printer.
Delete the ICC profile set on the “Color control” tab of the printer property.
Set the “Color matching” on the option tab of the printer driver to OFF.
Set the “Color conversion” on the option tab of the printer driver to “none”.
Set the “Gamma” on the option tab of the printer driver to a desired setting.
2) Add the new ICC profile using the “Color control” tab of the printer property.

3. To adjust the gray balance in the low gray levels, use “Color correction” on the option tab.

To weaken the Yellow tone :Increase the “B” value.
To weaken the Magenta tone  :Increase the “G” value.
To weaken the Cyan tone :Increase the “R” value.
To weaken the Red tone :Decrease the “R” value.
To weaken the Green tone :Decrease the “G” value.
To weaken the Blue tone :Decrease the “B” value.

4. When “10x15x2 Type 1” is selected in “Paper size”
Lay out the image 1 and image 2 as following and print them.

| X |
| |
Print dots
Y 2730
z1Y Image 2 X 1864
v y 1228
Y z 1266
y Image 1

5. When “10x15x2 Type 2” is selected in “Paper size”
When multiple images are selected in “Picture and Fax Viewer”, etc., the images are printed in 10x15 (4x6”)
size.
When the number of pages or copies is odd, the last print of 10x15 (4x6”) size paper is output as a blank
page. Depending on the application software, a blank page may be set every other page.

Prohibition matter

We prohibit Reverse Engineering, decompiling or reverse assembling of this driver software.

Exemption from responsibility

Occasionally, this software does not operate normally depending on operating environment.
Moreover, Mitsubishi Electric Co. will not assume any responsibility for damage (including, but not limited
to, lost profit or damage caused from special circumstances etc.) occurring during the use of this driver.
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