PRINTER DRIVER GUIDE
(CPD9000W/CPD9000X)

Microsoft Windows, Windows98, WindowsMillennium ,Windows2000 and WindowsXP are either registered trade-
marks or trademarks of Microsoft Corporation in the United States and/or other countries.

Adobe, Adobe Photoshop are registered trademarks of Adobe Systems.

The various software packages mentioned in this manual are the registered trademarks of their respective companies.

Refer to the following web site to check the latest version of the printer driver.
http://www.vep.melco.co.jp

Use the printer driver corresponding to the operating system.

CPD9000W :Windows98/Millennium
CPD9000X :Windows2000/XP

System requirements

Computer :Computer equipped with Pentium class CPU or more
Main storage memory :128 Mbytes or more

Hard disk :Empty capacity 256 Mbytes or more

USB cable :Be sure to use a cable 2m or under.

SCSI board :SCSI board made by Adaptec Inc.

SCSI cable :Cable specified by Mitsubishi Electric Co.

Operating system and interface
OK:Support -:Not support

Driver Operating system USB*1 SCSI

CPD9000W Microsoft(R)Windows(R)98 OK OK*2
Microsoft(R)Windows(R)Millennium OK OK*2

CPD9000X Microsoft(R)Windows(R)2000 OK OK
Microsoft(R)Windows(R)XP OK OK

*1:CP9000DW supports the USB 2.0 (Hi-Speed USB) interface.
As USB 2.0 is completely upwardly compatible with USB 1.1, CP9000DW can be connected with a personal computer
on which USBI1.1 interface is available.
When you use CP9000DW with USB 2.0 (Hi-Speed USB), the personal computer has to support USB 2.0 (Hi-Speed
USB).
For the compatibility of the personal computer with USB 2.0 (Hi-Speed USB), ask the manufacturer of the personal
computer.

*2:When you use this printer with Windows98/Me (Millennium), install the latest ASPI layer to your computer. You can
download the latest ASPI from the Web site of Adaptec Inc.
http://www.adaptec.com
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1.CPD9000W
1.1.USB
1.1.1.Installing the USB port

Installation

1) Start Microsoft(R) Windows(R) 98/Millennium Operating system.
2) Connect a USB cable between the computer and the printer before the installation begins.

3) Turn on the printer.

4) The Add New Hardware Wizard appears. Click “Next” button. (Fig.1)
5) Select “Search for the best driver for your device.” and insert the CD-ROM.

Click “Next” button.(Fig.2)

Add New Hardware Wizard

This wizard searches for nev drivers far.

USB PRINTER

A device driver is a software program that makes a
hardware dewice work.

< Hack Cancel

Add New Hardware Wizard

Wwhat do you want Windows to do?

@ Search for the best driver for your device.
[Recommended).

" Display a list of all the drivers in a specific
lncation, so you can select the driver you want,

< Back I MNext > I Cancel

<Fig.1>

<Fig.2>

6) When using Windows Millennium, the USB port will be installed. Proceed to 9).

7) Specify “Win98 Me” folder in the CD-ROM for “Specify a location” and click “Next” button. (Fig.3)

(example:F:\CP9000D\Driver\Win98 Me)

8) Click “Next” button. The USB port will be installed. (Fig.4)

Add New Hardware Wizard

‘windows will search for new drivers inits driver database
on your hard dive, and in any of the following selected
locations. Click Next to start the search.

I™ Eloppy disk dives
I~ CO-ROM diive
™ Micmsolt Windows Update

¥ Specify a location:
[F-ACPIODADNDRIVER WindE_Me =l

Browse
cBock [ Mews | caneal |

Add New Hardware Wizard

‘windows driver file search for the device:
MITSUBISHI CPI000D/Dw LISB Port
“windows iz now ready to install the best driver for this

device. Click Back to select a different driver, or click Mest
ta continue.

Location of driver.

@ F:ACPI000DADRIVE Riwingg_Me

< Back

Cancel

<Fig.3>

9) Click “Finish” button.(Fig.5)
10)“Add New Hardware Wizard” appears.(Fig.6)

Add New Hardware Wizard

? MITSUBISHI CFS0000/D'w LUSE FPort

“windows has finished instaling the software that paur new
hardvare device requires.

< BECk

T Cancel

<Fig.4>

Add New Hardware Wizard

This wizard searches for new drivers for

MITSUBISHI CP3000D

A device driver is a software program that makes a
hardware device work.

< Bk Cancel

<Fig.5>

<Fig.6>
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1.1.2.Installing the Driver

The printer driver is installed from “Add New Hardware Wizard”.

1) Select “Search for the best driver for your device(Recommended).” and click “Next” button. (Fig.7)
2) Specify “Win98 Me” folder in the CD-ROM for “Specify a location” and click “Next” button. (Fig.8)

(example: F:\CP9000D\Driver\Win98 Me)

Add New Hardware Wizard

what do you want Windows to do”?

@ Search for the best driver for your device
[Recammended).

¢ Display a list of all the drivers in a specific
location. so you can select the driver you want.

< Back I Mext > I Cancel

<Fig. 7>

3) Click “Next” button. (Fig.9)

Add New Hardware Wizard

‘windows will search for new drivers inits driver database
on your hard dive, and in any of the following selected
locations. Click Next to start the search.

I™ Eloppy disk dives
I~ CO-ROM diive
™ Micmsolt Windows Update

¥ Specify a location:
[F-CPIOINDNDRIVER Win38_Me |

Erowse.

< Back I MNext > I Cancel I
<Fig.8>

4) Select the connected printer from “Available Ports (A)” and click “Next” button. (Fig.10)

Add New Hardware Wizard

‘Windows diiver file search for the device:

HITSLEISHI CRI000D/DWwW(LISE]

Windows is now ready to install the best driver for this
devwice. Click Back ta select 4 different driver, or click Nest
to continue.

Location of driver;

@ FACPA00O0DADrivervsings_he

< Back Cancel

<Fig.9>

Add Printer Wizard

Click the port you want to use with this printer, and then
click Next,

Available ports:

]

Corfigurs Port |

< Bach I Mest > I Cancel I

<Fig.10>

5) When you usually use this printer, select “Yes” and click “Finish” button. (Fig.11)

6) Click “Finish” button. (Fig.12)

Add Printer Wizard

“You can type a name for this printer. or you can use
the name supplied below. When you are ready, click
Finish ta install the printer and add it to the Printers
folder.

Frinter name

tITSLIBISHI CRA000D/DWI(LSB)

Do yau want your ‘Windows-based programs to use this
printer as the default printer?

 fres
 Ho

< Back I Finish I Cancel

<Fig.11>

7) Carry out “Test print” from the printer property to check the printer setting. When printing the test page, select the

Add New Hardware Wizard

. MITSUBISHI CPI000D /Dw(SE)

Windows has finished instaling the software that your new
hardware device requires.

< Hack Cancel

<Fig.12>

size of the paper that is loaded in the paper tray on “Paper” tab.
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1.2.SCSI
1.2.1.Installing the driver
1) Connect the printer and computer before the installation begins.
For setting the printer’s interface to SCSI, see the operation manual of the printer.
2) Start Microsoft(R) Windows(R) 98/Millennium Operating system.
3) Click “Start” button and select “Printer (P)” of “Setting (S)”” menu.
4) The window of “Printers” will be displayed. (Fig.13)
Double-click “Add Printer” icon.

5) “Add Printer wizard” starts. (Fig.14)

This wizard will help you ta install your printer quickly and
easily.

B3 Printers [_ (O] x|

| Ele Edt View Go Favortes >

To begin installing your printer, click Next.

Cancel

< BECk

<Fig.13> <Fig.14>

6) Click “Next” button.
If the network is set, the window to select the local printer or the network printer will be displayed.
Select the local printer. (Fig. 15)
7) Click the “Have Disk (H)” button. (Fig. 16)
8) If'the dialog “Install From Disk” is displayed, insert the CD-ROM.
Input the path to specify cpd9000w.inf in the Win98 Me folder .
And click the “OK” button. (example:F:\CP9000D\Driver\Win98 Me\cpd9000w.inf)

Add Printer Wizard Add Printer Wizard
P Howe is this printer attached to your computer? '/.;9' Click the manutacturer and model of your printer. | your printer came with an
Ui installation disk, click Have Disk. |f your printer is not listed, corsult our printer
IFitis directly attached to your computer, click Local y T - -
Printer. IF it is attached to another camputer, click Netwark Install From Disk []
Prirter
Insert the manufacturer's installation disk into m
3 the drive selected, and then click OK. _
& {Local printer
S I Boed -
€ Metwork printer
Copy manufacturer's files from:
Iﬁ j Brawse... | =
Hawe Disk.... I
< Back I Mest > I Cancel < Back I Mest > | Cancel I
<Fig.15> <Fig.16>

9) Select MITSUBISHI CP9000D/DW(SCSI) and click “Next” button. (Fig.17)

10) Select the connected printer from “Available Port (A)” and click “Next” button. (Fig.18)
In case of SCSI printer, for instance, when CP9000DW of identification number 5 is connected with bus number 0, it
will be displayed as CP9000D(0:5).

Add Printer Wizard Add Printer Wizard

I’g Click the manufacturer and model of your printer. |F your printer came with an Click the part you want to use with this printer, and then
.!j ¢ installation disk, click Hawe Disk. |f your printer is not listed, consult your printer click Nest
documentation for a compatible printer.
Commurications Part N
Commurications Port
SCS|

Available ports:

Printers:

MITSUEISHI CPI000D
MITSLIBISHI CPSO000 /

AddFot.. | Corfigure Fort.. |
Have Disk |
< Back I MNext > I Cancel I < Back I MNext > I Cancel I
<Fig.17> <Fig.18>
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11) If you set it as the default printer, select “Yes” and click “Finish” button.(Fig.19)
When other printers are not installed, a setup of the default printer is not displayed.

Add Printer Wizard

“You can type a name for this printer, or you can use
the name supplied below. When you are ready, click
Finish ta install the printer and add it to the Printers
folder.

PErinter name:

Do you want your Windows-based programs to use this
printer as the default printer?

 Yes
& No

< Back I Finish I Cancel

<Fig.19>

12) Reboot after completing all procedures.
*In case that CP9000DW is used as SCSI printer, do not install the printer driver from “New hardware addition
wizard” which appears when the operating system is started. (Click “Cancel” button.)

13) Open the printer properties. Print a test page to ensure that the driver has been installed correctly.
When you print the test page, choose the “Paper size” from the Paper tab, to match the installed media.

2.CPD9000X
2.1.Windows2000
2.1.1.USB
2.1.1.1.Installing the USB port
1) Start Microsoft(R) Windows(R) 2000 Operating system.
2) Connect a USB cable between the computer and the printer before the installation begins.
3) Turn on the printer.
4) A USB port will be installed automatically.
5) “Found New Hardware Wizard” appears. (Fig.20)
*The OS standard USB port is used for USB connection in Windows 2000.
2.1.1.2.Installing the driver
1) Insert the CD-ROM.
2) Click “Next” button on “Found New Hardware Wizard”. (Fig.20)
3) Select “Search for a suitable driver for my device (recommended)” and click “Next” button. (Fig.21)

Found New Hardware Wizard

Welcome to the Found New Install Hardware !Jevn:e Drivers M

h A devioe diiver is a software program that ensbles a hardware device to otk vith
Hardware Wizard an aperating system.
This wizard helps you install a device driver for a
hardware device.

Found New Hardware Wizard

This wizard will complete the installation for this device:

@ Urknown

A device diiver is a software program that makes a hardware device work. Windows
needs dive files for your new device. To locate dives files and complete the
installation click Next

“what do pou want the wizard to da?

@ Beathiar s sulable diver 3 oy device [feeemmandad)

" Display it of the known diivers for this device so thal | can choose a specific
iver

To continue, click Next

¢ Back |: Hert> I Cancel < Back I Mext > | Cancel

<Fig.20> <Fig21>
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4) Select “CD-ROM drives” and click “Next” button.(Fig.22)
5) Click “Next” button.(Fig.23)
v ardmare wizord v ardmare wizord

Locate Driver Files " Driver Files Search Results "
‘Where do you want Windows ta search for diiver files? The wizard has finished searching for driver files for pour hardware device.

Search for driver files for the following hardware device:

@ Urknown @ Urknown

The wizard searches for suitable drivers in its driver database on pour computer and in
any of the following aptional search locations that you specify.

Ta start the search, click Next, [f you are searching o a floppy disk or CD-ROM drive,
insert the: floppy disk or CO before: clicking Nest,

‘Windows found a diiver for this device. Ta install the diver Windows found, click Mext

@ £:ACPIN00D\Driver! Winzooo XPLepdstno . int

Optional
I~ i
¥ COROM dives
I~ Speciy alocation
I™ Miciosoft Windows Update

<Back [ Mew»> | Cencel < Back |: Newt I Cancel
<Fig22> <Fig.23>

6) Click “Yes” button.(Fig.24)
7) Click “Finish” button.(Fig.25)
[Found e ardmare wizard

Completing the Found New
Hardware Wizard

Digital Signature Nokt Found x|

The Microsoft digital signature affims that software has
been tested with ‘windaws and that the software has not
been altered since it was tested \> MITSLIBISHI CPAO00D/DWILSE)
The software you are about to install does not contain a
Microsoft digital signature. Therefore, there is no
guarantee that this software warks conecty with
indoms.

‘windows has finished installing the software for this device.

Pirinters

IF pou want to search for Microsoft digitally signed
software, visit the ‘Windows Lpdate \Web site at
http: / fwindowsupdate. microsoft.com ta see if one is
awailable.

. -
Do pou want to continue the installation’ To clase tis wizard, click Finih

0 He | moerio | e L | [ oe
<Fig.24> <Fig.25>

8) Carry out “Test print” from the printer property to check the printer setting. When printing the test page, select a
correct paper size that is loaded in your printer. The paper selection is shown on “Print” tab on the printer property.

2.1.2.8CSI
2.1.2.1.Installing the driver
1) Connect the printer and computer before the installation begins.
For setting the printer’s interface to SCSI, see the operation manual of the printer.
2) Start Microsoft(R) Windows(R) 2000 Operating system.
3) Click “Start” button and select “Printer (P)” of “Setting (S)” menu.
4) The window of “Printers” will be displayed.
Double-click “Add Printer” icon. (Fig.26)
5) “Add Printer wizard” starts. Click “Next” button.(Fig.27)

Welcome to the Add Printer
Wizard

-ioix

J File Edit View Favorites Tools  Help |
J d=Fack v~ = - | Qhsearch [ Folders >
J Address I Printers j @Go

Add Printer

This wizard helps you install a piinter of maks pinter
conMections.

To continue, click Next

ek [CHe ] | canesl
<Fig.26> <Fig.27>
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6) If the network is set, the window to select the local printer or the network printer will be displayed.

Select the local printer. (Fig.28)

7) Select the port which you would like to use, and click “NEXT”.(Fig.29)

When you use a SCSI printer, the SCSI port is not displayed. After installation of the printer driver is completed,

change the printer port. Select LPT1.

Local or Network Printer
Is the printer attached ta your computer? €

1fthe printer s diecty aitached to your computer, click Local pirter. |f itis altached to
ancther computer. o dieell to the network. cick Netwark printer.

& Local printer

ré detect and install my Plug and Play printef
1 Network piinter

<Back Cancel

<Fig.28>
8) Click “Have Disk (H)” button. (Fig.30)

|Add Printer Wizard

Select the Printer Port

Computers communicate with piinters thiough parts. C

Select the port you wank your printer to use. | the portis not listed, you can create &
new port

& Use the following port

Port Descrption Piinter -
LETT e Port
LPT2 Printer Port
LPT3 Printer Port
COM1 Serial Port
COM2 Serial Port
FIMT GainPot ]

Note: Most computers use the LPT1: port to commuricate with a local printe.
" Create a new pork
Type: Local Port =

<Back Cancel

<Fig.29>

9) If the dialog “Install From Disk” is displayed, insert the CD-ROM.
Specify the Win2000 XP folder. Click the “OK” button.

(ex. F\CP9000D\Driver\Win2000 XP)

10) Select MITSUBISHI CP9000D/DW(SCSI) and click “Next” button. (Fig.31)

Add Printer Wizard

Add Printer Wizard
The manufacturer and model determine which printer ta use. §

[Install From Disk.

Inseit the mancFacturer's instalation disk inta the diive
selected, and then ciick OK.

Copy manufacturer's fles from

I =l [ Browse.

<Back Next> Cancel
<Fig.30>

11)Specify the name of this printer. When setting this printer to be used usually, select “Yes” and click the “Next” button.

(Fig.32)

Add Printer Wizard

The manufacturer and model determine which printer o use. v

(47, Selectthe manuloctures and model of you piter. 1§ yout prte came withan nsalton

{52 disk_ciick Have Disk. If your printer s not lsted, corsult your piter documertation for a
campatble pinler.

Frinters:

HITSUBISHI CPI000D/D/[LISB)
11 TS BISHI CPA0C 51

Windows Update | Have Disk

s
<Fig.31>

12) Select whether this printer will be shared with other network users or not. (Fig.33)
Select “Do not share this printer” and click “Next” button.

add Printer wizard

Mame Your Printer

“ou must assion a name for this piirter. Q’

Supply a name for this printer. Some programs do not support server and printer name:
combinations of mare than 31 characters.

Pinter name:

< Back Cancel
<Fig.32>

Printer Sharing

“ou can share this printer with other network users. V

Indicate whether you want this printer ta be available to cther users. |f you sharethis
piinter, you must provide a share name.

= Daroi shat i pinies
 Share a5

<Back Cancel
<Fig.33>

13) Set the test page printing. Select “No” and click “Next” button.(Fig.34)

14) Click “Finish” button.(Fig.35)

Print Test Page O
To confim that the printer is installed propedy, you can print a test page. Q”

Do you wank te print a test page?
" Yes
[CET

< Back Cancel
<Fig.34>

|Add Printer Wizard

Completing the Add Printer
Wizard

You have successhuly completed the Add Printr wizard
“You speeified the folawing printr setings:

Mame  MITSUBISHI CPI00OD/DWISCS I}
Shared as: <Mt Shareds

Pt LPT1

Madel  MITSUBISHI CPI0DOD/DWISCSI)
Defaul: s

Testpags: No

To close this wizard, click Firish.

<Back Cancel
<Fig.35>
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15) Click “Yes” button.(Fig.36)
16) Reboot after completing all procedures.

17) In case of SCSI printer, open the printer properties and select the printer port in the port tag.(Fig.37)

For instance, when CP9000DW with identification number 5 is connected with bus number 0, it will be displayed as

CP9Y000D(0:5).

18) Check whether the test page is printed and the printer setting is normal.
When you print the test page, choose the correct “Paper size” from the Paper tab.

Digital Signature Not Found

The Microsoft digital signature affirms that software has
been tested with Windows and that the software has not
been altered since it was tested

The software you are about ta install does not contain a
Microsolt digital signature. Therefore, there iz no
guarantee that this software works comectly with
Windous.

Frinters

I pou want to search for Microsoft digitally signed
software, visit the Windows Update ‘Web site at
http: /Awindowsupdate. microzoft. com to see if one is
available:

Do you want to continug the installation?

x|

No More Info

&% MITSUBISHI CPO000D,DW(SCSI) Propertie 21|

General | Sharng Ports |Advancad| Calor Managamentl Securit_l,ll

MITSUBISHI CPI0000/DWI(SCS)

Frrirt to the following port[z). Documents will print to the first free
checked port.

Part | Diescription | Frinter :I
O coma: Serial Port
I com4: Serial Port

O FILE: Frint to File

O useom irtual printer port fo.

Oir Local Part -

< | »
Add Port.. Dielete Part | Lonfigure Part...

¥ Enable bidirectional suppart
I Enable printer pooling

QK I Cancel Lipply

<Fig36>

2.2.WindowsXP
22.1.USB
2.2.1.1.Installing the USB port

1) Start Microsoft(R) Windows(R) XP Operating system.

<Fig.37>

2) Connect a USB cable between the computer and the printer before the installation begins.

3) Turn on the printer.
4) A USB port will be installed automatically.

5) “Found New Hardware Wizard” appears. (Fig.38)

*The OS standard USB port is used for USB connection in WindowsXP.

2.2.1.2.Installing the driver
1) Insert the CD-ROM.

2) Select “Install from a list of specific location (Advanced)” on “Found New Hardware Wizard” and click “Next”

button. (Fig.38)

3) Select “Search removable media (floppy, CD-ROM...)” and click “Next” button. (Fig.39)

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
This wizard helps you install software for:

MITSLBISHICPI000D

(*)_ If your hardware came with an installation CD
&2 or floppy disk, insert it now.

‘w'hat da you want the wizard to do?

O Install the software automatically (Fecommended)

(®/Install from 4 st o specific location [Edvancedf

Click Next to continue.

<Fig.38>

Found New Hardware Wizard

Please choose your search and installation options.

(%) Search for the best driver in these locations.

Use the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best diver found will be installed.

Search removable medis [oppy, CO-ROM. ]

O Dan't search. | will choose the driver to install

Choose this option to select the device driver from a list. Windows does not guarantee that
the driver you choose will be the best match for your hardware,

[ <Back ][ mewt> ] [ Ccancal

<Fig.39>
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4) Click “Continue Anyway” button. (Fig.40)
5) Click “Finish” button.(Fig.41)

Hardware Installation

] The software you are installing for this hardware:
LAY

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

Eiries The wizard has firished instaling the software for.
LA MITSUBISHI CRADN0D/DWIISE)

has not paszed Windows Logo testing to verily ite compatibility

with \Windows =P, [Tell me why this testing is important. ]

Continuing your i ion of this soft may impair
or destabilize the cormrect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

Click Finish to close the wizard,

[ Continue Anyway ] | STOF Installation | e

<Fig.40> <Fig41>
6) Carry out “Test print” from the printer property to check the printer setting. When printing the test page, select the
size of the paper that is loaded in the paper tray on “Print” tab on the printer property.

2.2.2.8CSI
2.2.2.1.Installing the driver
1) Connect the printer and computer before the installation begins.
For setting the printer’s interface to SCSI, see the operation manual of the printer.
2) Start Microsoft(R) Windows(R) XP Operating system.
3) Click “Start” button and select “Printers and Faxes”.
4) The window of “Printers and Faxes” will be displayed.
Click “Add Printer” icon. (Fig.42)
5) “Add Printer wizard” starts. Click “Next” button.(Fig.43)

*® Printers and Faxes g@lg‘

: File Edit Yiew Favorites Tools Help

Add Printer Wizard

Welcome to the Add Printer
Wizard

Qﬁa:k M > ] T /.-"Search Folders E'

p This wizard helps you install a printer or make printer
: Address |y Printers and Faxes - Go pey 4 4

connections.

2 It you have 2 Plug and Play prirter that connects

1) through s USE pot (or any cther hot pluggable
pot, such as IEEE 1334, infrared, and so onl, you
oot need to use this wizard. Cick Cancel to
close the wizard, and then plug the printer's cable
inta pour computer or point the printer toward paur
computer's infrared port, and tum the printer on.
indlows will automaticall istel the printe for you

Printer Tasks

[E] Add a printer
&5 Set up Faxing

See Also
To continue, click Next.

other Places

Details
<Fig.42> <Fig.43>

6) If the network is set, the window to select the local printer or the network printer will be displayed.
Select the local printer. (Fig.44)
7) Select the port which you would like to use, and click “NEXT”.(Fig.45)
Click “Next” button.
When you use a SCSI printer, the SCSI port is not displayed. After installation of the printer driver is completed,
change the printer port. Select LPT1.

Add Printer Wizard Add Printer Wizard

Local or Network Printer Select a Printer Poit

The wizard needs to know which type of printer to set up. : Computers communicate with printers thiough ports .

Select the option that describes the printer you want to use: Select the port you want pour printer to use. If the port is not isted, you can create a
new port

(&) Local printer attached to this computer
(ORI | PT1: (Recommended Printer Port)

[iwtomaticalls detect and install my Fiug and Flay pinter

(O & network. printer, or a printer attached to another computer Mote: Most computers use the LPT1: port to communicate with & local printer.
The connectar for this port should laok something like this:

.

Yy
=\ Tosetup anelwork piinter that is not allached to a print server, L=
J) use the "Local piinter” aplion.
(O Create a new port:
[ <Back [ Mewt> | [ Cancel [ <Back ][ mew> ] [ cancal
<Fig.44> <Fig.45>

9 MITSUBISHI Digital Color Printer CP9000DW



8) Click the “Have Disk (H)” button. (Fig.46)

9) Ifthe dialog “Install From Disk” is displayed, insert the CD-ROM.
Specify the Win2000 XP folder. Click the “OK” button.
(example. F\CP9000D\Driver\Win2000_XP)

10) Select MITSUBISHI CP9000DW and click “Next” button. (Fig.47)

Add Printer Wizard

Install Printer Software p O Install Printer Software
The manutacturer and model determine which printer software to use. in The manufacturer and model determine which printer softwars o use.

i ; laton T\ Seleotthe manufacturer and modsl of your printer. I your pinter came with an instalation
Install From Disk X i {2 dsk, cick Have Disk. It you priter is ot sted, consull your printer documentaton for
compatible printer software
Inset the manufacturer'sinstallation dick, and then
5L moke sure that the comact dive is sslscted below
3

Piinters

Copy manufacturer's files from

= v /&y This driver is not digitally signed! [(indows Update | [ Have Disk.. |

Tell me why diver signing is important

[ < Back ” Hest > l[ Cancel ]

<Fig.46> <Fig47>

11) Specify the name of this printer. When setting this printer to be used usually, select “Yes” and click the “Next”
button. (Fig.48)
12) Set the test page printing. Select “No” and click “Next” button. (Fig.49)

Add Printer Wizard Add Printer Wizard

Hame Your Printer A Frint Test Page A
*fou st assian a name to this printer t:‘/ To confim that the printer is installed propely, you oan print a test page. [::.’
Tupe aname for this printer. Because some programs do not support printer and server Do pou want to print a test page?
hame combinations of more than 31 characters, it iz best to keep the name as short as
possible. O Yes

©Hg
[ <Back [ Mew» | [ Cancel [ <Back ][ Mew> | [ Cancel

<Fig.48> <Fig.49>

13) Click “Finish” button.(Fig.50)
14) Click “Continue Anyway” button.(Fig.51)

Add Printer, Wizard Hardware Installation

Completing the Add Printer
Wizard ] The zoftware you are installing for this hardware:
LY

‘You have successfully completed the Add Printer Wizard, Printers

‘o specified the folowing printer settings:

Marme: MITSUBISHI CP3000D/DW(SCSI) has not passed Windows Logo testing to verify its compatibility
Share name: - <Not Shared> with Windows ¥P. (Tell me why this testing is important. ]

Pt LPTT:

Model MITSUBISHI CPI000D/DW(SCSI) Continuing your i llation of this sof may impair
Default Yes or destabilize the comrect operation of your spstem

either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and

tact the hard vendor for sof that has
passed Windows Logo testing.

Testpage: Mo

To close this wizard, click Finish.

[ <Back || Finish [ Cancel [ LCoantinue Angway ] | STOP Installation |

<Fig.50> <Fig.51>
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15) Reboot after completing all procedures.

16) In case of SCSI printer, open the printer properties and select the printer port in the port tag.(Fig.52)
For instance, when CP9000DW with identification number 5 is connected with bus number 0, it will be displayed as
CP9000D(0:5).

17) Check whether the test page is printed and the printer setting is normal.
When you print the test page, choose the correct “Paper size” from the Paper tab.

&' MITSUBISHI/CP9000D/DW (SCSI) Properties PIx

General | Sharing | Ports | Advanced | Colar Management

-
[ '\i MITSUBISHI CPA0O0D /D [SC5I1)

Print to the following port{s). D ocuments will print to the first free
checked port

Port Description Printer ad
O comt Serial Port

O comz Serial Port

O coma Serial Port

O com4 Serial Port

O FILE: Fint to File

O craooD(2:0:5)  SCSI b
< >
[ Add Part.. ] I Delete Port I [ Configure Port...

Enable bidirectional suppart
] Enable printer pooling

<Fig.52>

Uninstallation

Operate the following procedures to uninstall the printer driver.
When uninstalling the printer driver, confirm that the printer driver is not used from the application or the print job does not

remain in the spooler.

CPD9000W (Windows98/Millennium)
1) Delete all MITSUBISHI CP9000D/DW(USB) and MITSUBISHI CP9000D/DW(SCSI) printer drivers in the printer
folder.
2) Reboot the computer after completing the above-mentioned procedure.

CPD9000X (Windows2000/XP)
1) Insert the CD-ROM.
2) Start up the command prompt.
3) Input and execute the command.
a) When only the USB printer driver is installed;
When CD drive is D,
C:\>D:\CP9000D\Driver\Win2000_XP\rem9000 cp9000d_usb
b) When only the SCSI printer driver is installed,
When CD drive is D,
C:\>D:\CP9000D\Driver\Win2000_XP\rem9000 cp9000d_sc
¢) When both of the USB and SCSI printer drivers are installed;
Execute a) and b).
4) Reboot the computer.
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1. Paper dialog

<Fig.53-1. The dialog of “Paper” (Windows 98)>

)

2)
3)
4

5)

8)

MITSUBISHI CP9000D/D'W([USE) Properties

Generall Detailsl Colar Management  Papsr |Dpt\on| CDIolAd\ustmenlI

Function explanation

& MITSUBISHI CP9000D/DW (USB) Printing Preferences E]El

Paper | Options | Colar Adjust

Paper Size
2] x]

PFrint pizels :

Frint size:

124011812 dats

83127 mm / 3 5 inch

Paper Size

124021812 dots

Frint pixels

Print size : 89127 mm / 3.545 inch

B,
Drfentation & Patrait  Landscape
LCopies: 1 =
[1-520]
Scaling : 100 3: %
[25-400)
Remain
[15:4 B0 % 100 %
1 1 1
About,.. I
Ok I Cancel I Al |

Paper Size
The size of paper is selected.

By B,
Orientation * Portrait " Landscape

LCopies : 1 3:
(1-680]
Scaling : 100 =~ %
(25-400]
Remain
0% B0 % 100 %
1 1 1
About

<Fig.53-2. The dialog of “Paper” (Windows XP)>

The number of print pixels for each paper size is shown in the right Paper size Print pixel
table. When using the paper for post card, select 10x15(4x6”) Fine or | 9X13(3.5x5) Fine 1240*1812
10x15(4x6”) Super Fine. 10x15(4x6”) Fine 1416*2152
Print pixels 9x13(3.5x5”) Super Fine 2480%*3624
The number of pixels to print in each paper size is displayed. 10x15(4x6”) Super Fine 2832%4304
Print size

The print size is displayed.

Orientation

The direction of paper is set.

Copies

The printer prints the number of printouts which is shown in dialog. (Range : 1 - 680)
*When multiple copies are printed, it becomes like the example below usually.
(example) The print result of 2 copies of 3 pages:1p 1p 2p 2p 3p 3p

*Some applications might not transmit as the above method.

(example)The print result of 2 copies of 3 pages

:To achieve 1p 2p 3p 1p 2p 3p, the application outputs each image twice.

Scaling
Enlargement scale is set. (Range : 25-400%)
Remainings

The remaining amount of the ink ribbon is displayed in a bar.
When a printer is not connected or information from the printer can not be read, this bar is displayed in gray.
When using SCSI, the remaining amount is not displayed.

About...

Displays the version information of this

driver.
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2. Option setting dialog

& MITSUBISHI CP9000D/DW (USB) Printing Preferences @El

Opti i
MITSUBISHI CP3000D /D'W([USE)] Properties HE Peper | e Lo A
Eanerall Detallsl EnlnlManagemEntl Paper  Option IEDInlAd\ustmenlI
Density adjustment{l] =
Sharpnes(S] : | 0 Mormal j
Drensity adjustment : |7 hd
Sharpness 0 Marrnal 'I [ Colar Matching(C)
I Color Matching
Defaults
Defaults
0K I Cancel | AEpli |
<Fig.54-1 Option setting dialog (Windows 98)> <Fig.54-2 Option setting dialog (Windows XP)>

1) Density
Photo/High contrast
Density of the image is changed. When selecting “High contrast”, the color of grey level becomes brighter.
2) Sharpness
none/-3/-2/-1/0/1/2/3
Level of outline correction is changed.
none :Not perform the outline correction.
-3to3 :The value is smaller, the outline becomes softer.
The value is larger, the outline becomes sharper.
3) Color matching
Color matching is carried out according to the ICC profile set in the “Color control” tab.
When the ICC profile is not set in the “Color control” tab, set the “Color matching” to OFF because the color
matching is not carried out in this case.
4) Defaults
All the settings in Option dialog are reset to the defaults.
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3. Color adjustment

| & MITSUBISHI CP9000D/DW (USB) Printing Preferences @El
MITSUBISHI CPI000D/D'W(USB) Properties Em Repeilli0eiisns] Goo At
Ganeral' Detailsl CDIDIManagement' Paper | Option  Color Adjustment | v hdjust
e ] "
e B amméﬁ +5 W Same " "1‘92? +128 ¥ Same
128 28 W Same Ri—F— P = Ri—F— 1 =
) =TT = v =
. R B =~ G—
—— o } = / &
— e ,—_,_:' S T I— 2| 4
B: it 0 =
Ci
Umrf&a +128 ¥ Same
RR—— o 3 Fine adjust... Default
Eine Adjust.. | Defaults | """"" = e | e |
| G —f— [ = L |
Save.. | Bs — J IIII g Save
I I
B B
e I
B B
0K I Cancal | Apply | I 0K, ] [ Cancel ] [ Apply ]

<Fig.55-1 Color adjustment dialog(Windows 98)> <Fig. 55-2 Color adjustment dialog(Windows XP)>

3.1.Color Adjust dialog

)

2)

3)

Adjust

Tick the box for the color adjustment.

Gamma

Adjusted value(-5 - +5)

When you want to increase the density of the middle tones, decrease the value of “Gamma” of the color adjustment
dialog.

Same check box ON:R,G and B are same value, OFF:R,G and B are individually adjusted.

(Output data)
255
White

Larger

N
N

Smaller

0 255(Input data)
Black White
Gamma

Brightness

Adjusted value (-128-+128)

When you want the brightness of the print picture to be dark, the value of “Brightness” of the color adjustment
dialog must be decreased.

Same check box ON:R,G and B are same value, OFF:R,G and B are individually adjusted.

(Output data)
255
White Larger

N
N

Smaller
0 255(Input data)
Black White
Brightness
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4

5)

Contrast

Adjusted value (-128-+128)

When you want the contrast of the print picture to be strong, the value of “Contrast” of the color adjustment dialog
must be increased.

Same check box ON:R,G and B are same value, OFF:R,G and B are individually adjusted.

(Output data)
255
White | A

N

Smaller
0 255(Input data)
Black White
Contrast

Fine Adjust

The more minute color adjustments are carried out by the Gamma adjustment tone curve.
Defaults

All adjustable values in Color Adjust dialog become 0.

Load...

The color adjustment setting file is loaded.

Save...

The color adjustment setting is saved.

3.2. Fine Adjust dialog

)

2)

3)

4

5)

Fine Adjust =] Fine Adjust X
3 E ' I™ Each color adj ' ' ' [ Each color adj.
________ rTTTTTTTrTTTTT ATt Al Color ¥ "”"”"E’”"”"”E"”"”":””””” ,—4|
_______________________________ Input: - ] nput
Output: - ' ' ' Output ;-
Defaults | Defaults

B
B
|
EE
Cancel | ok | Cancel |
<Fig.56-1 Fine Adjust dialog (Windows 98)> <Fig.56-2 Fine Adjust dialog (Windows XP)>
Adjust

Tick the box for the color adjustment.

Each color adjustment

ON: Each RGB color is individually adjusted.

OFF: The same adjustment of each RGB color carries out.

Selecting the color to be adjusted

When adjusting color individually, select the color to be adjusted.

I/O value display

The input (gradation value before adjustment) and output (gradation value after adjustment) of the adjustment point
are displayed.

Defaults

All the tone curves become a linear straight line of the range (0, 0) - (255, 255).
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4. Error indication

4.1.USB
No. Error dialog message Button Operation
1) Printer Power is off or Cable is not Retry | After connecting the printer (Turn on the printer. /
connected. After removing error and Connect the I/F cable.), click Retry button. The dialog
clicking Retry button, Printer will disappears and printing starts again.
restart. Cancel | If Cancel button is clicked, printing is canceled.
2) Printer is not connected. OK When you use Windows98/Me, click OK button.
After connecting the printer (Turn on the printer. /
Connect the I/F cable.), start printing process again.
When you use Windows2000/XP, click OK button.
After connecting the printer (Turn on the printer./
Connect the I/F cable), printing starts automatically.
3) The printer does not respond. Turn the |OK When clicking OK button, the dialog disappears and the
printer Off and then On again, and try print job is deleted. After turning the power off and
again. turning it back on, start printing process again.
4) Something is wrong with the printer. Cancel | When the error is resolved, the dialog disappears and
) Mechanical Error. After removing printing starts automatically.
Error, press the FEED&CUT button. When Cancel button is clicked, printing is canceled.
(6) Mechanical Error. After removing
Error, open and close the door.
(@] Door is opened.
®) Open and close the door.
9 Ink ribbon and paper type do not
match.
(10) Ink ribbon is not correctly installed.
(11) Ink ribbon end.
(12) Paper empty.
(13) The ink ribbon is not standard.
(14) The printer was turned off while
printing. Press the FEED&CUT
button.
(15) Something is wrong with the printer. No When the error is resolved, the dialog disappears and
(16) Mechanical error. After removing Error, |buttons | printing starts automatically.
press the FEED&CUT button.
17) Mechanical Error. After removing
Error, open and close the door.
(18) Paper jam. After removing Error, press
the FEED&CUT button.
(19) Paper jam. After removing Error, open
and close the door.
(20) Open and close the door.
21 Ink ribbon and paper type do not
match.
(22) Paper size of printer driver and ink
ribbon type do not match.
(23) Paper end.
(24) Ink ribbon empty. After removing
Error, press the FEED&CUT button.
25) The printer was turned off while
printing. Press the FEED&CUT button.

When no error message is displayed on the monitor and printing is not carried out, check the indicators on the front

of the printer.
When an error occurs in the printer, printing starts automatically by resolving the error.
For the indicator on the printer, see the operation manual of CP9000DW.
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The error may not be displayed in the case of system configurations other than that shown below.

Interface Operating system Setting
USB Windows98 Set “Enable bi-directional support
WindowsMillennium for this printer” for printer
Windows2000 properties.
WindowsXP

In Windows 2000/XP, the errors of (1) is not displayed.
In Windows 2000/XP, the print job is not deleted if the printer is not turned on or the I/F cable is not connected. By
turning on the printer or connecting the I/F cable, the data will be transferred again.

4.2.8SCSI
No. Error dialog message Button Operation
(1) Printer is not connected. OK When clicking OK button, the dialog disappears and the
2) The printer does not respond. print job is deleted. After operating the personal
computer and the printer as described *1, start printing
process again.
3) Something is wrong with the printer. Cancel | When the error is resolved, the dialog disappears and
4 Mechanical Error. After removing printing starts automatically.
Error, press the FEED&CUT button. When Cancel button is clicked, printing is canceled.
) Mechanical Error. After removing
Error, open and close the door.
(6) Door is opened.
7 Open and close the door.
®) Ink ribbon and paper type do not
match.
) Ink ribbon is not correctly installed.

(10) Ink ribbon end.
€80 Paper empty.
(12) The ink ribbon is not standard.

(13) The printer was turned off while *2
printing. Press the FEED&CUT
button.
(14) Something is wrong with the printer. No When the error is resolved, the dialog disappears and
(15) Mechanical error. After removing Error, | buttons | printing starts automatically.
press the FEED&CUT button.
(16) Mechanical Error. After removing
Error, open and close the door.
a7 Paper jam. After removing Error, press
the FEED&CUT button.
(18) Paper jam. After removing Error, open

and close the door.

(19) Open and close the door.

(20) Ink ribbon and paper type do not
match.

21 Paper size of printer driver and ink
ribbon type do not match.

22) Paper end.

(23) Ink ribbon empty. After removing
Error, press the FEED&CUT button.
24) The printer was turned off while *2
printing. Press the FEED&CUT button.

*1 a) Exit the operating system and turn off the computer.
b) After connecting the printer (Connect the I/F cable./Switch the interface to SCSI.), turn on the printer.
¢) Turn on the computer and start up the operating system.

*2 If the printing process does not properly start again though the feed & cut is carried out, operate the computer and
the printer by the procedures described in a). Then start printing process again.
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*3 When no error message is displayed on the monitor and printing is not carried out, check the indicators on the front
of the printer.
When an error occurs in the printer, printing starts automatically by resolving the error.
For the indicator on the printer, see the operation manual of CP9000DW.

Notes

1.All printer drivers

1) Secure of Hard disk for spool file
Secure the capacity of Hard disk for spool file enough for the printer operation and the number of printing sheets.
The printing cannot be correctly carried out when the capacity is running short.
The drive for spool file is the same drive as the drive of Windows system usually.

2) Operation of the printer
Refer to the operation manual of the printer.
Do not turn off the power switch during data transfer or print.
If you turn off the power switch, restarting of a computer may be needed.
When deletion of a printing data cannot be performed, restarting of a computer is required.

3) Applicability of color adjustment
The color adjustment is applied the entire printing range including the background.

4) About "Print directly to the printer"
With some applications, if "Print directly to the printer" is selected, objects may not be printed correctly.
In that case, select "Spool print documents ..." for printing.
CPD9000W : the "spool Settings" in the “details” page of CPD9000W's property sheet
CPD9000X : the "details" page of CPD9000X's property sheet

5) About connection of a computer and a printer
Do not disconnect the interface cable during data transfer.
If the interface cable is disconnected, connect it after the DATA indicator on the printer stops blinking. If the cable is
connected before the DATA indicator stops blinking, the printer driver may not work correctly.
When you use the printer with SCSI interface, restart of the operating system is required by the following procedures.
a) Exit the operation system and turn off the personal computer.
b) After connecting the printer, turn on the printer.
¢) Turn on the personal computer and startup the operating system.

6) System requirements for USB interface
Use the computers equipped with USB interface listed below.
Computers pre-installed with Windows98/Millennium/2000/XP.
Computers installed with Windows98/Millennium/2000/XP that are USB-guaranteed by the manufacturer.
CP9000DW supports the USB 2.0 (Hi-Speed USB) interface.
As USB 2.0 is completely upwardly compatible with USB 1.1, CP9000DW can be connected with a personal computer on
which USBI1.1 interface is available.
When you use CP9000DW with USB 2.0 (Hi-Speed USB), the personal computer has to support USB 2.0 (Hi-Speed
USB).
For the compatibility of the personal computer with USB 2.0 (Hi-Speed USB), ask the manufacturer of the personal
computer.
In the case of Xindows XP, when this printer is connected to a personal computer which does not support USB 2.0 (Hi-
Speed USB), a message of “A HI-SPEED USB device is plugged into a non-HI-SPEED USB hub.” is displayed.
7)Connection of USB cable
When you take out and insert a USB cable after installation of a printer driver, wait 10 seconds or more after extracting
a cable.
If the cable is reinserted without leaving an interval, the printer may not operate normally.

8)Print job

Do not delete the print job in the spooler during data transfer. When deleting it, do not start printing until the printer
becomes to the initial status.
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9)Number of prints
In some application, the number of prints set by the printer driver does not work. Set the number of prints from the print
dialog box of the application.

10)Remainings
Remainings on the Paper tab shows the remainings of the ink ribbon by reading information from the printer when the
Paper tab is displayed. The information may not be shown during printing.

11)Connection with more than one printer (USB printer)
When more than one CP9000DW is connected to one personal computer, the “Add New Hardware Wizard” will be
displayed and installation of printer drivers will be carried out repeatedly for each of connected printers. The same
number of printer drivers as that of connected printers are installed.

12)Errors during printing
When an error occurs during printing, it may not be displayed on the monitor. To resume printing, check the indicator on
the front of the printer and take the countermeasure. For the indication by the indicator of the printer and the counter-
measures, see the operation manual of the printer.

13)Print on the post card size paper
When using the paper for post card , select 10x15(4x6”’) Fine or 10x15(4x6”) Super Fine from the Paper Size.

14)Setting of the color matching
Even if the color matching is set to ON by the printer driver, color matching may not be available with some applications.

15)SCSI board made by Adaptec Inc.
If the symptom of print impossible or print disorder etc. occurs, obtain the driver software made by the Adaptec
company, and update.

16)Timeout setting (SCSI printer)
With timeout setting, you can specify how long CPD9000W/CPD9000X should wait for the printer to process the data
by second(s).
And if the printer will not return a response within that period of time an error will be reported.
You can also disable the timeout setting by unmarking the "Timeout Setting".
CPD9000W :Timeout setting can be specified using "Set Port" of " Details Property Sheet".
CPD9000X :Timeout setting can be specified using "Configure Port" of "Ports Property Sheet".

17)Printing with SCSI interface
When you use this printer with SCSI interface, make sure to connect the printer and personal computer and turn on the
printer before starting up the computer.

2.CPD9000X (Driver for Windows 2000/XP)
When you print and it is displayed as “Parameter’s value is invalid.”, perform the following operations.
a) Select “Device Manager” from “Hardware” tab of “System Properties.”
b) Select “Scan for hardware changes.”

3.CPD9000W (Driver for Windows 98/Me)
When you use this printer with this driver, install the latest ASPI layer to your computer. You can download the latest
ASPI from the Web site of Adaptec Inc.
http://www.adaptec.com
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Operating directions for customer’s purpose

1. When making an image data
If you make an image data with some application softwares such as Photoshop, refer to the following values.

Paper size 9x13(3.5x5") 10x15(4x6") 9x13(3.5x5") 10x15(4x6")
Setting Item Fine Fine Super Fine Super Fine
Pixel Dimensions | Width pixels 1240 1416 2480 2832
Height pixels 1812 2152 3624 4304
Print Size Width mm 91.03 103.95 182.06 207.9
Height mm 133.02 157.98 266.04 315.96
Width inch 3.584 4.092 7.168 8.185
Height inch 5.237 6.22 10.474 12.439
Resolution | pixels/inch 346 346 346 346

The values shown above are when the portrait orientation is selected.

2. When you want to adjust the color of the print image.

Note that the effects are invalid on the display if you make following setting.

1) When you want the density of entire print picture to be thick (dark), decrease the value of “Brightness” of the color
adjustment dialog.

2) When the focus of the print picture is loose (The contrast is weak), increase the value of “Contrast” of the color
adjustment dialog.
The contrast becomes stronger.

3) When you want to change the color of printout.
Change the value of “Brightness”.

Increase Red :Increase the “R” value of the color adjustment dialog.
Increase Green  :Increase the “G” value of the color adjustment dialog.
Increase Blue :Increase the “B” value of the color adjustment dialog.

4) When you want to adjust Gamma of the printout.
By moving the graph of the Gamma adjustment dialog with mouse, The density of the entire image can be adjusted
to the arbitrary Gamma curve.
The density becomes high (dark) when decrease the output value compare with the input value.
The density becomes low (bright) when enlarging the output value compare with the input value.

3. Making the ICC profile
Refer to the following when you make a suitable ICC profile for the system to be used and apply it to the printer driver.
1) Set the printer driver as follows when you print the basic color chart for making ICC profile using the printer.
Delete the ICC profile set on the “Color control” tab of the printer property.
Set the “Color matching” on the option tab of the printer driver to ON.
2) Add the new ICC profile using the “Color control” tab of the printer property.

Prohibition matter

We prohibit Reverse Engineering, decompiling or reverse assembling of this driver software.

Exemption from responsibility

Occasionally, this software does not operate normally depending on operating environment.
Moreover, Mitsubishi Electric Co. will not assume any responsibility for damage(including, but not limited to, lost profit or
damage caused from special circumstances etc.) occurring during the use of this driver.
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